
Pillard LeangasFlam™ 
Low LHV gas burner

Combustion

• Firing with high stability, without rich fuel support
• A large o�er, up to 60MW per burner
• Very low NOx and CO emissions 
• Operation with low fuel pressure 

Burner operating with very low calorific fuel



FLEXIBLE TECHNOLOGY
Pillard LeangasFlam™ is able to �re up to 3 fuels simultaneously 
and to adapt to di�erent operation conditions from startup with 
natural gas, then with main fuel (low LHV fuel such as coke oven 
gas, blast furnace gas, coal tar). In case of lack of natural gas 
availability, the burner can also run with a back up liquid fuel.

OPTIMIZED SOLUTION
Thanks to the ultimate design of Pillard LeangasFlam™, 
process gas can be �red without rich fuel support, such as 
natural gas, thus allowing operating costs optimization.

APPLICATIONS
– Steel work plants, or power station burning steel process gas
– Cold and hot furnaces (water tubes, combustion chambers, 
   polluant gas incinerators)

COMPLETE, EASY  AND SAFE OPERATIONS
– Ability to burn very low LHV gases in cooled furnaces with 
   cold combustion air without sustaining
– High �ame stability and adjustable �ame shape to suit any 
  furnace dimensions
– Easy maintenance in operation
– Complete and secure installation including burner, valves 
   skids, BMS and air fans
– Low NOx/CO emissions, compliant with “European” 
   Chinese and other international standards 

Pillard LeangasFlam™ is an alternative fuel burner for blast furnace, 
coke oven gas and other types of low LHV (Low Heating Value) gas. It 
has been recognized as a proven technology for this application.
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CONTACT US:
Email : pillard-sales@�vesgroup.com
Website: www.�vesgroup.com

Fuels Low LHV gas: blast furnace, pyrolysis process, gasi�er down to 650kcal/(s)m3

Medium LHV gas: coke oven, mine, process
High LHV gas: natural gas, re�nery gas
Fuel-oil and high viscosity oils

Gas pressures Low LHV : ≤100daPa
Others : ≤ 250daPa (axial gas pipe) ; ≤ 400daPa (gas spuds and header)

Combustion air Any temperatures / pressure  ≤ 200daPa

Boiler power

220 t/h Babcock Arcelor Group Fos (France)

2x75 t/h - x100 t/h - 2x220 t/h Röck EMA Power station Dunaferr (Hungary)

Trademark

63 t/h Babcock SRD Dunkerque (France)Blast furnace gas natural gas

Blast furnace gas coke gas

Blast furnace gas

Fuel Client Site

Combustion mixture Low air excess operation (1.5 to 3% O2)

Range 1 to 60MW per unit

Turndown ratio 4 to 1 on low LHV gas, or more according to conditions

NOx and CO emissions levels 
compliant with 2010/75/CE regulation

NOx < 100mg/Nm3 @ 3%O2 dry
CO < 100mg/Nm3 @ 3%O2 dry

Key features 

Some references


